
Stainless Steel Keyboard 
EKB-05

Technical data

Mounting:
Backside, Mounting via holes

Interfaces
PS/2 or USB

Keys:
79 Keys, Switch life: more than 3 Mio. Stainless steel laser 
engraved, Key travel: 2mm (Long travel) or 0,5mm (Short 
travel)

Environmental:
Operating: -10 - +60°C, Storage: -20 -+70°C

Protective class (front panel):
IP65 

Dimensions:
ca. 320 (344) x 105 (129) x 20mm / 1600g

Part number

10020436 EKB-05
german layout 
Long travel

10020437 EKB-05 PS/2 
german layout
Short travel

10020438 EKB-05 PS/2
US-layout  
Long travel

10020439 EKB-05 PS/2
US-layout 
Short travel

10020440 EKB-05 USB
german layout 
Long travel

10020441 EKB-05 USB 
german layout
Short travel

10020442 EKB-05 USB
US-layout  
Long travel

10020443 EKB-05 USB
US-layout 
Short travel

 PS/2

10020577 Option 
                             Special layout

Errata and technical modifications reserved.                                                                 Stand 08/2012
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Vandal-proof stainless steel 
    keyboard (Ik07)

Modul for backside mounting  
    (Backpanel-montage)

79 keys with integrated numeric 
    keypad

PS/2 or USB 

Protective class IP65 

div. layouts available

Overview

e.G. US / Web-Layout
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